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METHOD FOR DERIVING INFORMATION 
REGARDING STRESS FROM A STRESSED 
FERROMAGNETIC MATERIAL 
GRANT REFERENCE 
This invention was made with Government support 
under Contract No. W-7405ENG82 awarded by the 
Department of Energy. The Government has certain 
rights in the invention. 
BACKGROUND OF THE INVENTION 
1. Field of the Invention 
The present invention relates to non-destructive eval 
uation of magnetizable materials, and in particular, to 
the non-destructive evaluation of stress in ferromag 
netic. materials. 
2. Problems in the Art 
The relationship between certain magnetic properties 
and certain characteristics of magnetizable materials is 
known in the art. For some 40 years or so, investigations 
into magnetization measurements as they relate to the 
structure of magnetizable specimens have occurred. It 
then became well known to some that relationships exist 
between magnetic properties and strain or stress in these 
materials. 
Although various generalized correlations have been 
derived between individual magnetic properties and 
stress in magnetizable materials, a complete and practi 
cal understanding has not been achieved. This is partic 
ularly true of ferromagnetic materials. 
The advantages and bene?ts of such an understand 
ing would be signi?cant. It would allow superior non 
destructive evaluation (NDE) of materials such as steel, 
which is so pervasively used in our society. There is a 
real need to achieve the ability to non-destructively and 
efficiently derive information regarding stress in such 
materials. Advances in understanding the effect of stress 
on different materials would allow valuable insight into 
how materials behave under stress and how to evaluate 
stress. An example would be the non-destructive evalu 
ation of construction steels. 
Most current evaluation techniques are either de 
structive, or utilize non-destructive evaluation methods 
such as x-ray diffraction or ultrasound. The disadvan 
tages of destructive evaluation are obvious. 
X-ray diffraction requires costly and complex equip 
ment, and a significant amount of time. It is also gener 
ally limited to deriving information from little more 
than surface layers of the material under analysis. 
Ultrasound is being shown to be a valuable NDE 
tool, but it has limitations also. For example, material 
variables such as preferred grain orientation, composi 
tion, prior magnetic history (which is signi?cant in 
steels), and inhomogeneity, can effect or even mask 
results. a 
As stated, while there has been signi?cant work done 
investigating the relationship of magnetization proper 
ties with stress, it has not been fully understood or de 
veloped. The relationships are very complex. Most 
activity has been done with respect to applied stress 
(sometimes referred to as elastic strain) on materials. 
Relatively little work has been done on residual stress 
(sometimes referred to as plastic deformation), and 
there is even less understanding regarding the relation 
ships in that area. 
As is well known, the magnetization of a magnetiz 
able material can be represented by a plot of flux density 
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B in the material versus a varying applied magnetic ?eld 
of intensity H. What are referred to as the anhysteretic 
magnetization curve and hysteresis magnetization 
curve, plotted in terms of B versus H, are also well 
known in the art. See for example, R.M. Bozorth, “Fer 
romagnetism”, Van Nostrand, New York, 1951, which 
is incorporated by reference herein. See particularly 
pages 8-9, Chapter 11, pages 507, 512, and 548-549.‘ 
These curves vary from material to material. Also, as 
has been previously discussed, stress can affect these 
curves. 
All magnetizable materials have properties which can 
be characterized as giving each particular material its 
own magnetic “signature". Many of these properties are 
related to the anhysteretic and hysteresis magnetization 
curves. Examples of these properties are coercivity, 
hysteresis loss, initial permeability and susceptibility, 
remanence, hysteretic permeability and susceptibility, 
differential susceptibility, and maximum differential 
permeability and susceptibility. All of these properties 
‘are well known to those skilled in the art. It is also well 
known that susceptibility can be derived by subtracting 
unity from permeability. 
It has been found that these properties are related not 
only to the microstructure of ferromagnetic materials, 
but also to the mechanical treatment of the material. 
That is, stress or strain, whether applied or residual, can 
effect these properties. 
However, there is yet to be an understanding of the 
meaning of any of the general relationships between 
stress and those properties to be useful in practical ap 
plication. 
Even though it is observed that the anhysteretic and 
hysteresis curves, and correspondingly many of the 
magnetic parameters, vary with stress in the material, 
the observed changes are complex. Relationships have 
not been able to be reliably articulated. 
Therefore, it is a principal object of the present inven— 
tion to improve over or solve the de?ciencies and prob 
lems in the art. 
A further object of the present invention is to provide 
a method for evaluation of stress in ferromagnetic mate 
rials from hysteresis curves and anhysteresis curves 
which provides a practical understanding of these rela 
tionships suf?cient to allow useful evaluation of stress. 
Another object of the present invention is to provide 
a method as above described which presents a simple 
expression for the variation of anhysteretic differential 
susceptibility at the origin (de?ned by M=0, H=0) 
with stress. 
A still further object of the present invention is to 
provide a method as above described which is useful to 
utilize magnetization measurements to derive informa 
tion regarding stress of a ferromagnetic material. 
Another object of the present invention is to provide 
a method as above described which is useful with re 
gard to ferromagnetic materials having residual stress, 
as well as applied stress. 
These and other objects, features, and advantages of 
the present invention will become more apparent with 
reference to the accompanying speci?cation and claims. 
SUMMARY OF THE INVENTION 
The present invention allows derivation of meaning 
ful relationships between measured magnetic properties 
of a ferromagnetic material and stress in the material. 
5,012,189 
3 
Anhysteretic and hysteresis magnetization curves are 
obtained for a particular material being evaluated by 
measuring changes in magnetization as different ?elds 
are applied to the material. - 
As is well known, magnetic parameters such as coer 
civity, hysteresis loss, remanence, permeability, differ 
ential permeability, and anhysteretic magnetization are 
then derivable from the knowledge gained by the mea 
surements and curves. 
Anhysteretic differential susceptibility represents the 
slope of the anhysteretic magnetization curve. It is 
known that the anhysteretic curve varies with stress. 
The invention utilizes a mathematical expression for 
de?ning the anhysteretic curve in terms of the magnetic 
?eld. 
The relationship between stress and magnetization 
has allowed stress to be characterized as an equivalent 
magnetic ?eld itself. The mathematical characterization 
of stress as an equivalent magnetic ?eld is then com‘ 
bined with the mathematical expression de?ning the 
anhysteretic magnetization curve which depends on the 
stress in the material, and the rate of change of magneto 
striction with magnetization. 
Because the interest is in how the magnetic properties 
are changing with magnetization, the relationship be 
tween magnetostriction with respect to magnetization is 
utilized with empirical data to transform the expression 
de?ning the anhysteretic curve, which has previously 
been combined with the expression for the equivalent 
magnetic ?eld of stress. This allows anhysteretic differ 
ential susceptibility to be characterized by a simple 
mathematical expression related to stress. 
By taking measurements of the material, ?rst in an 
unstressed condition, and secondly, in a stressed condi 
tion, stress can be derived. 
By utilizing these certain measurements, the direct 
relationship between the information from the anhyster 
etic and hysteresis curves can be utilized to derive infor 
mation regarding the stress in the material. With such 
knowledge, stress can be evaluated in ferromagnetic 
materials by the simple measurement processes associ 
ated with deriving anhysteretic and hysteresis magneti 
zation curves. 
DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 
To aid in an understanding of the invention, a detailed 
description of one preferred embodiment of the inven 
tion will be set forth. It is to be understood that this 
description does not limit the invention, which is de 
?ned solely by the claims following this description. 
As previously mentioned, general relationships are 
known in the art to exist between magnetic properties of 
ferromagnetic material and stress, either applied or 
residual, in the material. This can be shown by changes 
in magnetic parameters such as coercivity, hysteresis 
loss, remanence, permeability, hysteretic permeability 
and susceptibility, differential susceptibility, maximum 
differential permeability and susceptibility, and anhys 
teretic magnetization, to name a few, for various levels 
of stress in ferromagnetic materials. 
These types of magnetic properties can be derived 
from the process involved in obtaining anhysteretic and 
hysteresis magnetization curves for a material. This 
process is well known to those skilled in the art. 
While changes in the magnetic parameters are known 
to occur for different amounts of stress, an understand 
ing of this phenomenon has not been suf?cient to allow 
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it to be used to predict or estimate with any reliability 
what the actual stress in the material is. 
Reference is taken to Bozorth, “Ferromagnetism”, 
Van Nostrand, New York, 1951, with regard to these 
general concepts, and which is incorporated by refer 
ence herein. 
In the preferred embodiment, this problem has been 
overcome and quanti?ed. A relationship between stress 
applied to a ferromagnetic material and measurement of 
the differential susceptibility and anhysteretic suscepti 
bility of the origin has been discovered. This relation- a 
ship also is believed to apply to residual stress in a ferro 
magnetic material. 
In the preferred embodiment, the magnetic parameter 
of anhysteretic differential susceptibility at the origin of 
the anhysteretic curve is utilized to derive stress in the 
material for non-destructive evaluation purposes. The 
anhysteretic differential susceptibility at the origin is a 
measurable bulk magnetic property and represents the 
slope of the anhysteretic magnetization curve at the 
‘origin. By comparing this with susceptibility from an 
unstressed sample of the same type of material, evalua 
tion of stress in the material under evaluation can be 
made. ' 
A hysteresis curve is obtained by applying a magnetic 
?eld and cycling the ?eld slowly at a given ?eld ampli 
tude. An anhysteretic magnetization curve is obtained 
by effecting an AC magnetization with a superimposed 
DC magnetic ?eld. Such is well known in the art. 
After saturation, reduction and change in ?eld H does 
not result in a retracing of the initial anhysteretic mag 
netization curve, but results in the hysteresis loop, such 
as is well known in the art. 
The theory of ferromagnetic hysteresis has been for 
mally articulated by referring to the concept of uni 
formly impeded domain wall motion. This theory de 
pends on the displacement of the magnetization M(H) at 
any point on a hysteresis loop from the anhysteretic 
magnetization Mm, (H) at the prevailing ?eld strength. 
This displacement de?nes a potential energy which 
governs the rate of change of magnetization with ?eld. 
See for example, D. C. Jiles and D. L. Atherton, J. P. 
Phys. D. (App. Physics) 17, 1265, (1984); D. C. Jiles and 
D. L. Atherton, J. P. Appl. Phys., 55, 2115, (1984); D. 
C. Jiles and D. L. Atherton, J. M M. M., 61, 48, (1986), 
which describe this theory of ferromagnetic hysteresis 
and are incorporated by reference. 
A mathematical expression for the anhysteretic mag 
netization curve is ?rst utilized. 
In the preferred embodiment, a Langevin function is 
used to represent the anhysteretic magnetization curve 
as follows: 
0. MM”) 
M H + aM S mtMJ-t a. ) (Eq- 1) 
, where Man is the anhysteretic magnetization at ?eld 
strength H; M, is the saturation magnetization; H is the 
magnetization ?eld strength; COTH indicates the hy 
perbolic cotangent; M is the magnetization, and a is a 
mean ?eld parameter representing interdomain cou 
pling. For additional background information on said 
parameters, see the Jiles, Atherton references cited 
above. Particularly, Jiles and Atherton, Vol. 61, pp. 
48-60, J. of M.M.M. (North Holland Physics Publish 
ins) 
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The Langevin function is set forth in P. Langevin, 
' Ann. V.E. Chem. et Phys., Vol. 1, p. 70 (1905) The term 
' a is a representation of temperature and energy which 
in?uence magnetization in a material. 
To introduce‘a relationship of the Langevin function 
to stress, it is to be understood that stress is represented 
by an equivalent magnetic ?eld Ha. Thus, stress in the 
material is represented by an equivalent magnetic ?eld 
as follows: 
3 to. (EH) 
0' vim). 
, where 0- represents stress, 7t is the magnetostriction 
and pois the permeability of free space. The relationship 
between change in magnetostriction with magnetization 
is thus expressed. d7t/dM is articulated within the paren 
thesis with a “T” to denote that it is evaluated at a 
constant temperature. 
By adding the equivalent ?eld related to stress of 
equation 2 into equation 1, equation 1 then becomes: 
Marl!) _ 
T- 
(Eq- 3) 
emf Has...) 
which de?nes the anhysteretic magnetization under 
stress. 
The following relationship is then assumed: 
A=bm2 (Eq. 4) 
where b is a constant or coefficient which relates bulk 
magnetostriction (A) and magnetization (M) and can be 
empirically derived by a series of measurements of mag 
netization and resulting magnetostriction. See Jiles, J. 
Phys. D: Appl. Phys. 21 (1988), “The Effect of Com 
pressive Plastic Deformation on the Magnetic Proper 
ties of A181 4130 Steels With Various Microstructures”; 
Jiles, “Variation of the Magnetic Properties of A181 
4140 Steels With Plastic Strain”, Physicas S. Solidi, 
which are incorporated by reference. 
Equation 4 makes this assumption concerning the 
behavior of it with respect to M because such is needed 
to determine the derivative of magnetostriction with 
respect to magnetization. A must be symmetric in M. 
Therefore, for low values of magnetization, such as 
occur at the beginning of the anhysteretic magnetiza 
tion or at the coercive point, equation 4 is used. 
The derivative of equation 4 is as follows: 
The value of the coef?cient b, as previously stated, 
can then be determined from experimental data. As an 
example, for a specimen of A151 4130 steel 
b=2.4>< 10*‘3 (A.m‘1)—2. 
By substitution of equation 5 into equation 2, and 
further substitution of that expression for HVin equation 
3 renders the following: 
' in H and allows this expression for small values of H. ' 
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The anhysteretic magnetization at the origin is linear 
A direct relationship is therefore formed between the 
mathematical expression for the anhysteretic magneti 
zation curve and stress. A standard expression for the 
differential anhysteretic susceptibility at H=0 under 
stress X'a,,(o-) is utilized. The differential anhysteretic 
susceptibility is the slope for the anhysteretic curve 
de?ned in equation 6. 
The differential suspectibility [x’,,,(a-)]H=O at the 
origin of the anhysteretic magnetization curve can be 
expressed as: 
(Eq- 7) 
By utilizing this relationship, analyzing differential 
and anhysteretic susceptibility at zero stress (0:0) and 
then at stress (0': 0'), the simple expression for deriving 
stress a- can be set forth. 
Rewritten, equation 7 is: 
3bcr 
Where x'.,,, (0) refers to differential anhysteretic sus 
ceptibility at zero stress, and X’an (0') refers to a differen 
tial anhysteretic susceptibility at stress (0'). Equation 8 
can then be solved for its only unknown (0') to deter 
mine stress. 
Equation 8 predicts the relationship between applied 
stress 0' and the measurement of a bulk magnetic prop 
erty differential (susceptibility) at the origin. These 
relationships are discussed in more detail in Garikepati, 
Chang, and Jiles, Theory of Ferromacnetic Hysteresis: 
Evaluation of Stress From Hysteresis Curves, Proceedings 
of the Fourth Jt. MMM/Intermag. Conference, Van 
couver, Canada, July, 1988; Proceedings published in 
IEEE Transactions on Magnetics, November, 1988; and 
is incorporated by reference herein. 
It can therefore be seen that the invention achieves at 
least all of its stated objectives. The invention has devel 
oped a way to look at how the slope of the anhysteretic 
curve varies with stress at the origin. It is applicable to 
either applied or residual stress. It is believed to be 
reliable and applicable to stress which is co-axial with 
the ?eld. It allows an understanding of how the curve 
changes in orientation or slope after knowing equation 
2. 
The included preferred embodiment is given by way 
of example only, and not by way of limitation to the 
invention, which is solely described by the claims 
herein. Variations obvious to one skilled in the art will 
be included within the invention de?ned by the claims. 
What is claimed is: 
1. A method for deriving information regarding stress 
from a stressed ferromagnetic material comprising: 
from an unstressed sample of the ferromagentic mate 
rial obtaining reference anhysteretic and hysteresis 
measures for said unstressed sample; 
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obtaining an anhysteretic magnetization curve for a 
selected portion of the material; 
obtaining a hysteresis magnetization curve for the 
same portion of the material; ' 
comparing anhysteretic and hysteresis measures from 5 
the obtained curves with the reference anhysteretic 
' and hysteresis measures; and 
deriving information regarding stress in the stressed 
ferromagnetic material by the comparison of mea 
sures in the stressed and unstressed materials. 
2. The method of claim 1 wherein anhysteretic differ 
ential susceptibility is analyzed for the unstressed and 
stressed ferromagnetic material. 
3. The method of claim 2 further comprising: 15 
expressing the anhysteretic magnetization curve as a 
Langevin function; 
representing stress in the material as an equivalent 
magnetic ?eld; 
assuming a relationship between magnetostriction 
and magnetization; and 
expressing anhysteretic differential susceptibility for 
both the stressed and unstressed states of the mate 
rial, and solving for stress out of this expression. 
4. A method for detection of stress in a ferromagnetic 
material comprising: 
measuring anhysteretic and hysteresis magnetization 
data for the material; 
deriving magnetic parameters regarding the material 
from the anhysteretic and hysteresis data; 
the magnetic parameters including but not being lim 
ited to, bulk magnetostriction, anhysteretic mag 
netization and hysteretic magnetization de?ned in 
terms of flux density versus ?eld strength, where 35 
the origin de?nes zero flux and zero ?eld strength; 
determining susceptibility at the origin and differen 
tial susceptibility at the coercive point; and 
deriving from the parameters, including the suscepti 
bility at the origin, information regarding stress. 40 
5. A method of evaluation of stress in ferromagnetic 
materials from hysteresis curves comprising: 
45 
50 
55 
60 
65 
10 
25 
30 
8 
obtaining measurements of magnetic parameters of 
the material, the magnetic parameters including but 
not being limited to anhysteretic magnetization 
curve, hysteresis magnetization curve, bulk magne 
tostriction in the demagnetized state; 
representing stress as an equivalent magnetic ?eld; 
representing the anhysteretic curve as a function 
depending on stress from actual magnetization ?eld 
strengths; 
combining the representation of the equivalent mag 
netic ?eld of stress with the representation of the, 
anhysteretic curve; 
approximating bulk magnetostriction to be equal to a 
constant times the square of magnetization; 
determining the constant from experimental data; and 
deriving a parameter related to stress from the anhys 
teretic curve or hysteresis curve. 
6. A method for evaluation of stress and ferromag 
netic materials from anhysteretic and hysteresis curves 
comprising: 
expressing the anhysteretic magnetization curve as a 
Langevin function depending on the magnetic 
?eld; 
expressing stress in the material as an equivalent mag 
netic ?eld dependent on stress and rate of change 
of magnetostriction with magnetization; 4 
adding the equivalent magnetic ?eld into the Lange 
vin function; 
assuming the behavior of magnetostriction to mag 
netization; 
taking the derivative of the relationship between 
magnetostriction and magnetization; 
substituting the derivative into the Langevin func 
tion; 
expressing anhysteretic differential susceptibility at 
the origin computing anhysteretic differential sus 
ceptibility at the origin for the material in an un 
stressed state and a stressed state; and 
expressing the Langevin function in terms of anhys 
teretic differential susceptibility, both stressed and 
unstressed; solving for stress. 
t i i t * 
